
www.panasonic-fire-security.com     MEW02157 Rev: 1 2022-04-21

<95%0 TO +40 °C4 x 1.5V Alkaline

153 x 68 x 42 mm

 Features
 › Fast and easy to use tool for address setting of COM loop 
units

 › Can set a COM loop unit to default value, address 0
 › Configurable auto turn off time
 › Automatic mode setting of advanced detectors
 › Long battery lifetime - up to 50000 readings
 › Cable included to support all types of loop devices

 Related products
  Analog detectors and other addressable COM loop     
   units, such as:
 › 2840 - IS analog smoke detector
 › 2841 - IS analog heat detector
 › 3308 - Analog heat detector
 › 4461 - Addressable multi purpose I/O unit
 › 4462 - Addressable 2 inputs unit
 › 4466 - External power supply
 › 4400 - Analog multi detector
 › 4400I - Analog multi detector with isolator
 › 4401 - Analog smoke detector
 › 4402 - Analog multi detector with CO
 › 4433 - Addressable MCP with isolator
 › 4480 - Addressable wall VAD with isolator
 › 4481 - Addressable ceiling VAD with isolator
 › 4482 - Addressable VAD with siren and isolator

   and many more.

4414 E
Address setting tool 

320 g incl batteries


