
230 V AC
opt. 12-24 V DC

WIFI272 x 530 x 143 mm~6600 g

IP44 <98%
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BLE

 Features
 › Extremely reliable in difficult environments; dusty, humid, 
corrosive, etc.

 › Covers the entire spectrum – from server rooms to heavy 
industry/parking garages.

 › Self calibrating without any need at all for manual adjust-
ments.

 › Built-in Power supply and space for back up battery makes 
external power equipment unnecessary 

 › Addressable version also eliminates the need for I/O units. 
 › 2/4 x 100 m pipe length.

 General
 › Tested and approved according to EN54-4 and EN54-20, 
classes B and C 

 › VdS approval: G218067 (Addressable)
 › VdS approval: G218069 (Stand alone)
 › CPR: 0786-CPR-21084

Order number
 › AE2010G-P   - Aspect addressable for Panasonic - Grizzle
 › AE2010GH-P - Aspect addressable for Panasonic - Grizzle   
High Sensitive 

 › AE2010GN-P - Aspect addressable for Panasonic - Grizzle   
Low Sensitive

For order of an Stand alone version replace the P with an S, 
for example AE2010G-S. 

 Related products
 › THUB - Mounting console
 › THUB LK - Condense bottle for THUB
 › AU 002 - Exhaust Kit
 › VF 250 com - Vulcan Cyclone Filter

GRIZZLE
AE2010G-P / AE2010G-S
Aspirating smoke detector 
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-30 TO +55 °C


