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Goniophotometric Test Report
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Table. Measurement results of the main luminous parameters



Report time: 23.5.2023 10.36 Manufacturer: Emex Light Oy Item No.: 830002 MXLight R
Report No.: TR 4709
Luminous Input Luminous LOR DWFF Luminous
flux power efficacy intensity
(g=0)

168.7 Im 1w 168.7 Im/W  [100.0 % 100.0 % 17.24 cd
Table. Electrical parameters during the light measurements.

Pin PF Vin If
Value 0.9860 W 1.000 2.820V 0.3500 A
St.dev. 0.00 % 0.00 % 0.00 % 0.00 %

Table. Maximum Luminous Intesity and its direction

Iv

C plane

80 cd

62.5°

0.0°

Table. Beam widths at two perpendicular planes

Beam angle, Beam angle, Effective beam
FWHM, 50% [10% (deg) direction from
(deg) g=0

C0-180 134.9° 153.6° -0.0°

C90-270 136.6° 154.7° 0.0°
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10.36

Manufacturer: Emex Light Oy

Iltem No.: 830002 MXLight R

Figure. Polar curve of the angular Luminous Intesity distribution at two perpendicular C planes and at
C plane with maximum Luminous Intesity.
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Figure. Luminous Intesity distribution in cartesian diagram at all measured C planes.
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== W(C, 62°) @ lv-max = 80 cd
— C, 6%°) @ BAS0%
— MC, 77" @ BA10%
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Table. Zonal lumen summary

Lumens Relative lumens
(%)
0-20 7.64 4.53
0-30 17.84 10.57
0-40 36.41 21.58
0-60 131.30 77.83
0-80 167.00 98.99
0-90 168.70 100.00
10-90 166.62 98.77
20-40 28.77 17.05
20-50 63.24 37.49
40-70 127.79 75.75
40-90 132.29 78.42
60-80 35.70 21.16
60-90 37.40 22.17
70-80 2.80 1.66
80-90 1.70 1.01
90-110 0.00 0.00
90-120 0.00 0.00
90-130 0.00 0.00
90-150 0.00 0.00
90-180 0.00 0.00
110-180 0.00 0.00
0-180 168.70 100.00
2.08 1.23
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Manufacturer: Emex Light Oy

Table. Cumulative and Zonal luminous flux

gamma (deg) (Zone Flux (Im) [Sum Flux (Im) |Zone Flux (%) [Sum Flux (%)
0 0.02582 0.02582 0.0153 0.0153
2.5 0.2057 0.2315 0.1219 0.1372
5 0.4098 0.6413 0.2429 0.3801
7.5 0.6123 1.254 0.3629 0.743
10 0.8227 2.076 0.4876 1.231
12.5 1.047 3.123 0.6205 1.851
15 1.272 4.395 0.754 2.605
17.5 1.503 5.898 0.8908 3.496
20 1.742 7.64 1.033 4.529
22.5 2.021 9.661 1.198 5.726
25 2.337 12 1.385 7.112
27.5 2.7 14.7 1.601 8.712
30 3.139 17.84 1.861 10.57
32.5 3.643 21.48 2.159 12.73
35 4.222 25.7 2.502 15.23
37.5 4.926 30.63 2.919 18.15
40 5.786 36.41 3.429 21.58
42.5 6.779 43.19 4.018 25.6
45 7912 51.1 4.69 30.29
47.5 9.174 60.28 5.438 35.73
50 10.61 70.88 6.287 42.01
52.5 12.24 83.12 7.255 49.27
55 14.02 97.15 8.313 57.58
57.5 15.96 113.1 9.46 67.04
60 18.15 131.3 10.76 77.8
62.5 18.44 149.7 10.93 88.73
65 9.643 159.3 5.716 94.44
67.5 3.133 162.5 1.857 96.3
70 1.681 164.2 0.9962 97.29
72.5 1.164 165.3 0.6901 97.99
75 0.7686 166.1 0.4555 98.44
77.5 0.4311 166.5 0.2555 98.7
80 0.4583 167 0.2716 98.97
82.5 0.4321 167.4 0.2561 99.22
85 0.4134 167.8 0.245 99.47
87.5 0.5848 168.4 0.3466 99.82
90 0.3114 168.7 0.1846 100

Iltem No.: 830002 MXLight R
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Figure. Cumulative luminous flux
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Sdllner diagram (EN 12464) - Luminance

LCS index llluminance on Working Plane (lx)
A 2000 1000 500 <300
B 2000 1000 500 <300
& 2000 1000 500 <300
D 2000 1000 500 <300
F 2000 1000 500
Graph a b C d e f g
85 — \\ \!
sol:
o ;
] 7
D 75} B
T !
E 70| I
= .
on !
i /5 | -
= !
= 2
™ 60} B
T !
E = (C0-180
) RS PTRTE a— o
—(90-270 f
45 i ;
10° 10° 10*

Luminance Lv {cd/m2)

Table. Luminance [Lv] = cd/m2

co c45 C 30
v.0 343554 343534 343554
v 45 638811 638231 6397283
TS 1004536 1023819 1003820
v 65 634153 662826 698786
v 75 | 48197 60373 55072
v 83 30626 36013 33977
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Manufacturer: Emex Light Oy

Item No.: 830002 MXLight R

UGR table (CIE 190)
Ceiling 70 70 50 50 30 70 70 50 50 30
Walls 50 30 50 30 30 50 30 50 30 30
Floor 20 20 20 20 20 20 20 20 20 20
Room size Viewing direction at right angles to lamp axis | Viewing direction parallel to lamp axis
X N

2H [ 2H 381 M0 394 M3 Me 381 M0 34 N3 M6

3H 392 403 396 43 M6 392 40 386 M3 Nk

4H 39.2 408 386 M1 M5 392 408 396 M2 M5

&H 391 407 395 M0 M4 382 407 396 M0 M4

aH 391 406 385 MO0 M4 3.2 406 396 MO0 414

12H 391 405 395 409 413 391 405 396 409 413

4H | 2H 383 40 397 M3 4T 383 40 w7 M3 4T

3H 395 408 399 M2 A6 385 409 399 M3 M7F

4H 395 407 399 M0 M5 385 407 399 40 46

&H 394 405 389 M0 M4 395 405 399 M0 44

aH 394 404 389 409 M3 385 405 399 409 414

12H 394 403 399 408 4.3 395 404 399 408 M3

&H | 4H 394 404 399 409 413 385 405 399 409 414

6H 394 402 399 407 M2 394 403 309 47 M2

8H 394 401 399 408 A1 394 401 399 406 44

12H 394 400 389 403 411 394 401 339 405 44

12H | 4H 394 403 399 4083 413 395 403 399 408 43

BH 394 401 389 406 411 394 402 399 46 M2

8H 394 400 399 405 A1 394 401 399 405 44
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10.36

Manufacturer: Emex Light Oy

Figure. Number of luminaires in different sizes of rectangular spaces.
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Table. Coefficient of Utilization (CU).

RC 80 10 50 30 10

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10
RF /RCR 20 20 20 20 20

0 19 19 119 19 1e 16 116 16 111 11T 111 106 106 106 102 102 102
1 61 & 19 76 68 8 81 T 81 & 81 89 8% o4 91 8 &7
2 82 74 6 62 62 74 68 63 570 65 16 11 6/ n 72 69
3 76 65 57 50 75 65 5 50 65 56 52 65 5§ 53 M4 59 M
4 0 5 4 4 09 57 4§ 41 5% 48 41 5 48 4 M o468 43
5 o4 50 40 33 63 49 40 3 48 40 H4 46 40 M4 47 40 A4
b N 4 M4 2 5 43 M 2 2 ¥ 2 41 34 28 41 4 2
1 MO0 A B 5 0389 9 B ¥ 8 B # A4 B B 2 2
6 5 3% 26 19 49 3% 25 19 4 25 19 3 & 1 2 5 X
9 46 32 25 16 4 31 2 16 0 2 1 29 2 1 N 2 1
10 4 29 0 1 2 28 20 U 28 20 1 2 0 1 26 19 1
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Table. Wall Exitance Coefficients (WEC).

Manufacturer: Emex Light Oy

Iltem No.: 830002 MXLight R

RC 80 70 50 30 10

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10
RF/RCR 20 20 20 20 20

1 491 331 188 60 478 324 185 59 311 178 57 298 172 55 | 287 166 54
2 503 326 178 55 491 319 176 54 307 171 53 296 166 52 = 286 162 5.1
3 494 308 164 49 481 302 162 49 291 158 48 2871 154 47 | 272 151 47
B 474 286 149 44 462 281 147 44 212 144 43 263 141 43 254 138 42
5 451 265 135 39 439 26.1 134 39 252 131 39 244 129 38 | 236 126 38
b 427 245 123 35 416 241 122 35 233 120 35 226 117 35 | 219 115 34
1 404 227 12 32 393 223 111 32 216 109 32 210 108 31 204 106 3.1
8 382 211 103 29 311 207 102 29 20.1 100 29 185 95 23 190 97 28
9 361 196 95 26 352 193 94 26 187 93 26 182 91 26 177 90 26
10 342 183 88 24 333 180 87 24 175 86 24 17.1 85 24 166 84 24

Table. Ceiling Cavity Exitance Coefficients (CCEC).

RC 80 70 50 30 10

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10
RF/RCR 20 20 20 20 20

1 21.1 182 156 133 180 156 134 114 | 106 92 79 61 53 46 20 17 15
2 231 177 132 94 197 151 1.3 81 104 78 57 60 46 33 19 15 1
3 246 172 115 69 209 147 99 60 101 69 42 58 40 25 19 13 08
B 254 166 102 53 216 142 88 46 98 61 32 57 36 19 18 12 06
5 257 160 92 42 218 137 80 37 94 56 26 53 33 13 18 1.1 05
b 256 153 84 35 217 131 13 30 91 51 21 53 30 13 17 10 04
1 252 146 17 29 214 126 67 26 87 47 18 50 28 11 16 09 04
8 246 139 72 26 210 120 62 22 83 44 16 48 26 09 16 08 03
9 240 133 67 23 204 114 58 20 19 41 14 46 24 038 15 08 03
10 233 126 63 20 198 109 54 18 76 38 13 44 23 08 14 07 02
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CONE DIAGRAM

- Cone is limited by the beam angle at the planes of CO and C90

- H = Mounting Height

- D = Cone diameter

- Ev Edge = llluminance at the edge of the cone of the C0/90 plane
- Ev Center = llluminance at the center of the cone

H(m)| Width | Ev at edge
Evatg=0 C0-180 C90-270 -
1.0m| 48m] 50m| S b
171 049 Ix 044 Ix e
20m| 96m]| 10m| _-""_._. . v— .
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25m| 12m]| 13m] e l. _ \.
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3.0m | 14m] 15m| ‘ e =3 l. f.
191x 0.05Ix 0.05 Ix T
‘,-'..:I \..\ltl'.
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/ \
50m| Um| 25m]| o haly
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&

Beam angle defermined by Luminous Intesity, iv(0deg)*50%. CO-180: 134.9 deg, G80-270: 136.6 deg
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LOGNITUDINAL ISOLUX CURVES
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Illumination uniformity figures at the perpendicular plane to the lamp axis.

Mounting height of 2.50 m.

Lamp center position x =0.0 m, y = 0.0 m.

C rotation of 0.0 deg. Gamma rotation of 0.0 deg.
Maintenance factor =0.80.

Nr of lamps: X =1 pcs, Y =1 pcs.

Distance between lamps: X = 0.00 meters, Y = 0.00 meters.

Item No.: 830002 MXLight R
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